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Abstract 

Interpretations of cavity expansion tests (pressuremeter, radial jack, etc.) are based (in most occasions) on the analysis 
of the deformability of a cylindrical cavity in a continuous, isotropic, and homogeneous medium. However, many rock masses 
show an anisotropic behaviour due to the presence of discontinuity planes of different origins. Cavity expansion tests in these 
media have been studied here with an empirical approach. Several tests have been simulated in a three-dimensional, anisotropic 
and discontinuous medium—using 3DEC by Itasca—and their deformation has been analyzed in order to establish the principal 
factors that control the behaviour of the rock mass in these situations. Based on this analysis, it has been developed a new method 
for the interpretation of the cavity expansion tests carried out in laminated rock masses, which allows estimating the principal 
deformation moduli of the rock mass (maximum and minimum). This method can be used for any dip of the discontinuity planes. 
© 2017 The Authors. Published by Elsevier Ltd. 
Peer-review under responsibility of the organizing committee of EUROCK 2017. 
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1. Introduction 

The deformation modulus of the rock mass is one of the most important parameters for a geotechnical 
engineering project. The determination of this parameter is an issue not completely solved, neither from a theoretical 
nor from a practical point of view [1, 2].  
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Most of the existing field testing methods for the measure of the deformability are expensive and hard to place. 
Among these methods, pressuremeter test is the easiest and the least expensive one.The interpretation of this test 
is based on the cavity expanding theory in a continuous and isotropic medium but, most of rock masses are 
anisotropic and discontinuous media due to the presence of bedding or joint planes. Because of this, the usual 
interpretation of pressuremeter tests must be questioned, reviewed and, probably, a new methodology must 
be proposed.  

1.1. Theoretical background 

As it has been mentioned, the habitual interpretation of pressuremeter tests supposes a homogeneous, continuous 
and isotropic medium with a radial symmetry. According to the cavity expanding theory, the pressuremeter modulus 
(EP) can be obtained from the analysis of the load-deformation diagram: 
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where Ep: pressuremeter modulus; P: applied load increment; R: radious increment; Rm: average radius 
on elastic zone; : Poisson’s ratio. 

 
During the inflation of the pressuremeter, the central axis of the probe does not always remain centered 

on the borehole. The displacement of this axis makes the radial displacement measures useless so only the diametric 
displacements can be used for deformation determinations.  

The most habitual elastic models in rock mechanics are the lineal isotropy and the transverse isotropy; however 
a rock mass with a discontinuity set (e.g. bedding, jointing or foliation) can be analyzed with another model: 
the transverse isotropy due to discontinuity planes. In this model, the deformability of the medium is the sum 
of the deformability of the intact rock (lineal isotropic) and the deformability of the layers. Using this model, 
the deformability of the rock mass (EC and GC) can be calculated as follows [3]:  
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where Ec: deformation modulus of the rock mass; Ei: deformation modulus of the intact rock; : joint spacing; 
kn: normal stiffness of the joints; Gc: shear modulus of the rock m mass; Gi: shear modulus of the intact rock; 
ks: shear stiffness of the joints. 

 
The deformability of an expanding cylindrical cavity in an anisotropic medium has been studied by several 

authors [4-7], but none of them has taken into account the phenomena due to the presence of discontinuities and, 
most of them, are useful only for specific orientations of the layers in relation with the cavity [4, 6]. A rigorous 
method has not been found [7]. Some authors have studied the deformability of excavated cavities (e.g. tunnels) 
in anisotropic media [8-11], only two of them take into account the presence of discontinuities [9, 10]. Fortsakis 
et al. [9] conclude that the use of a continuous model for the analisys of a jointed mediun underestimates 
the deformation. Wang and Huang [10] highlight the importance of the phenomena of joint slide in the deformation 
of these media. 
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2. Methods 

2.1. Scale effect 

As exposed in Fortsakis et al. [9], the numerical modelling of a rock mass with anisotropy due to discontinuities 
can be made by two methods (Fig. 1): as an equivalent anisotropic medium calculated by Eq. 2 and 3; 
or as an isotropic medium (intact rock) and discontinuity planes (joints). Fortsakis et al. [9] analyzed the differences 
between these two methods in the estimation of the deformation of a rock mass due to the excavation of a tunnel. 

Muñiz Menéndez [12] studied this phenomenon in the case of radial load. According to this author, these two 
methods may differ depending on the ratio between joint spacing ( ) and cavity radius (R). For /R ≤ 0.4 the two 
methods give similar results but, for /R > 0.4 only the discontinuous model is applicable. 

2.2. Model 

In this study, we considered different dips ( ) of the discontinuity planes (from 0 to 90º), together with a ratio 
/R > 0.4, so we decided to use a discontinuous model. We performed the calculi with the 3D dinstinct element code 

3DEC (4.11.066 version) by Itasca [13]. This software combines finite differences for the intact rock 
and discontinuous elements for the discontinuities. 

The model’s geometry consisted in a square prism (2 x 2 x 3 m) crossed by a cylindrical cavity (100 mm 
diameter) centered in the bases. The pressuremeter probe was simulated by a radial load in the center of the cavity 
with a length of 500 mm. A load of 10 MPa was applied in all cases. 

For the modelling of the discontinuities we adopted a Mohr-Coulomb criterion with no-dilatancy, 
and a persistence greater than the model. For the intact rock, we considered a linear elastic, isotropic, 
and homogeneous model. Fig. 2 shows a scheme of the model. Fig. 3 shows an example of the calculi.  

The geotechnical parameters shown in Table 1 were adopted from Muñiz Menéndez [12] and they correspond 
to the Algeciras Unit (Spain). EI; , ks, cj, and j were obtained through laboratory tests; , kn and 1,2,3 were 
estimated. In some calculi, we modified these parameters for the study of the influence of each of them. We suppose 
a kn constant with the deformation. 

Fig. 1. Different anisotropic models. Modified from Fortsakis et al. [9]. 



849 M. Muñiz-Menéndez et al.  /  Procedia Engineering   191  ( 2017 )  846 – 854 

 

 

 Fig. 2. Model scheme. Horizontal cross section.           Fig. 3. 3DEC model with =80º. Horizontal cross section. 

       Table 1. Model’s reference parameters. 

Deformation modulus of the intact rock EI 4500 MPa 

Poisson’s ratio of the intact rock 0.28 

Joints spacing 0.04 m 

Normal stiffness of the joints kn 50 GPa/m 

Shear stiffness of the joints ks 0.8 GPa/m 

Cohesion of the joints cj 0.4 MPa 

Friction angle of the joints j 18º 

Isotropical stress field 1= 2= 3 3 MPa 

3. Results and discussion 

For each combination of parameters, we made 10 calculations, varying the dip angle of the joint planes from 0º to 
90º. Radial displacements were measured in 24 points (separated by 15º), situated in the center of the loading zone. 
We made more than 90 simulations in total. Fig. 4 to 6 show some of the results of radial displacements and they 
make evident the influence of different parameters ( , Ei, kn). 

3.1. The critical angle  

Fig. 4 shows a critical angle from which a “jump” exists in the curve ( R- ). This “jump” is due to the slide 
of the discontinuity planes. This critical angle ( ) depends on the ratio /R0 (joint spacing / initial radius for 
the cavity) according to Eq. 4: 

0
arcsin

R   (4) 

Fig. 5 and 6 show a clear influence of both the deformability of the intact rock (EC) and the normal stiffness 
of the joints (kn) on the deformability of the rock mass (EC). 

The  angle is defined as: the dip angle from which the apparent joint spacing in the measurement plane is equal 
to the radius of the borehole. For dip angles greater than , the load applied is transmitted parallel to the joints 
direction, involving one or more of them (red zone in Fig. 7) which can slide due to the inexistence of continuity 
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in both sides of the hole. For dip angles lower than , these beds continue to both side of the hole (blue in Fig. 7) 
avoiding the slide. 

Consecuently, the interpretation of these tests must be made in two ways: one way for <  and another way for 
>  
 

Fig. 4. Influence of dip in the deformation 
of cylindrical cavity. Radial load of 10 MPa. 

Fig. 5. Influence of EI in the deformation 
of cylindrical cavity. Radial load of 10 MPa. 

Fig. 6. Influence of kn in the deformation 
of cylindrical cavity. Radial load of 10 MPa. 

Fig. 7. Variation of the behavior of a cylindrical cavity in fisurated medium with - ratio. 

3.2. Deformation when <  

For dip angles lower than , the curve “ R- ” can be approximated following the Eq. 5: 
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After analyzing the results, we observed that the radial displacement estimated paralel to the discontinuities 
( R0º) is greater than the theoretical one (Eq. 1) proposed by most authors [4]. Fig. 8 to 10 show the deformation 
calculated with 3DEC and the deformation estimated with the proposed equations. 

 Deformations when >

When dip angles are greater than , a “jump” is observed in the diagram “ R- ” (Fig. 11). This “jump” occurs 
at = sin(

Fig. 8. Deformations calculated with 3DEC 
and with empirical equations for β = 10º. 

Fig. 9. Deformations calculated with 3DEC 
and with empirical equations for β = 30º. 

Fig. 10. Deformations calculated with 3DEC 
and with empirical equations for β = 45º. 

 

Fig. 11. Behavior of a radial loaded cylindrical cavity in a fisurated medium with > .  

When sin < ≤ 90º, radial displacements are lower than those observed when < . These radial 
displacements can be approximated by a modification of Eq. 5 as is proposed in Eq. 7. 

'
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where, in this case: 
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when sin ( ) > , radial displacements can be calculated by Eq. 7, but adding the displacement produced for 
the “jump” ( R ) as is shown in Eq. 9. 

RR
E

E
··χ·θβ·RRθ '

º90

º0)21(sin2sin2sin1º0   (9) 

This “jump” ( R ) can be estimated, in this model, with Eq. 10.  

MPa/m 12500

MPa/m 11250
º4512º0
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Fig. 12 to 14 show the results calculated when >  with 3DEC and with the proposed empirical equations.  

Fig. 12. Deformations calculated with 3DEC 
and with empirical equations for = 60º. 

Fig. 13. Deformations calculated with 3DEC 
and with empirical equations for = 80º. 

Fig. 14. Deformations calculated with 3DEC 
and with empirical equations for = 90º. 

 
Using the equations above, the deformation parameter of the rock mass can be estimated withthe analysis 

of pressuremeter tests for any dip of the discontinuity sets. 

3.4. Comparison with other methods 

In order to compare the proposed equation with some of the methods proposed by other authors (see paragraph 
1.1), we have calculated the same example with each methodology (Fig. 15) using parameters from Table 1 
and = 90º.The ratio R0/  was equal to 0.8.  

According to this study, it seems that some continuous methods either underestimate the deformation 
of the cavity, particularly parallel to horizontal traces [4, 5]; or overestimate the deformation, particularly 
perpendicular to horizontal traces [6]. 

The method proposed in this paper showsthe best fit to the model calculated with 3DEC, and it is the only one 
that predicts the slide of the joints. The method we proposed is useful for the estimation of the deformation 
of a cylindrical cavity in a jointed rock mass and, therefore, for the interpretation of pressuremeter tests in this kind 
of media. 
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Fig. 15. Comparison of different equations for deformation of a cylindrical cavity with =90º. 

4. Conclusions 

From this study we can conclude: 
 The presence of discontinuity planes is the principal source of anisotropy in most of the rock masses. 

The deformability and spacing of these planes (kn, ks, and ) greatly influence the deformability of the rock mass.  
 The deformability of a rock mass is a complex issue. This fact gets more complicated in a jointed and anisotropic 

rock mass. 
 The use of pressuremeter tests (or similar ones) is an inexpensive and an easy way to measure the deformabilty; 

however, its habitual interpretation supposes a continuous and isotropic medium.  
 Some methods for the interpretation of cavity expanding tests in anisotropic media have been published, but none 

of them takes into account the slide of joints. Here, we propose a new method that considers this phenomenon. 
 A critical dip angle of the discontinuity ( ) has been observed. When the dip angle of the joints ( ) is greater than 

, the slide of the joints occurs and a continuum medium interpretation is useless. 
 The model proposed allows the estimation of the deformability of a jointed rock mass, for any dip angle 

of the discontinuity planes, from the analysis of pressuremeter tests. 
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